
Document Scanners
 fi-6130 / fi-6230

40 ppm / 80 ipm (duplex) at 200 dpi in mono and grayscale• 

30 ppm / 60 ipm (duplex) at 200 dpi in colour• 

Unique:•  Intelligent Multifeed Detection

Unique:•  Plastic Card scanning (Up to 3 at a time)

50 page ADF• 

A8 – A4 scanning (+ extra long documents)• 

USB 2.0 Interface• 
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Discover a new level of front-offi  ce productivity with Fujitsu’s fi -6130 and fi -6230 scanners, off ering high performance, impressive 

capture reliability and manufactured through higher-class technology

The fi -6130 and fi -6230 scanners help rejuvenate workgroup scanning into an all new class off ering the marketplace highly cost eff ective 

devices loaded with intelligent functionality, an eye catching design and displaying the ultimate in performance and reliability.

A milestone in document scanning

Fast and compact

Fujitsu’s fi -6130 and fi -6230 scanners off er outstanding 

price/performance value in a compact footprint helping to 

conserve space and budget. They are amongst the fastest and 

most compact scanners in their class with a duplex scanning 

performance of up to 80 images per minute (40 ppm) in 

monochrome and grayscale (200 dpi) and an uncompromised 

colour scanning performance of 60 images per minute (up to 

300 dpi, 30 pm) 

The fi -6130 and fi -6230 have been manufactured to the highest 

quality standards and this is incorporated in a robust, compact 

design. The fi -6130 has a footprint of just 160 x 300 mm (D x W) and 

the fi -6230 measures 560 x 300 mm (D x W) ensuring when space is 

at a premium these units will sit comfortably and discretely.

 

The automatic document feeder (ADF) capacity is 50 sheets and 

the design of this feeder enables the user to continuously feed 

mixed batch documents containing paper of diff erent weights 

and sizes. This eff ectively enabling the digitisation of large 

volumes of paper documents in minimal time. The fi -6230 

has a built in fl atbed in addition to the ADF.

Both scanners can scan at resolutions from 50 to 600 dpi and 

operate through a USB 2.0/USB 1.1 interface. A typical daily 

throughput of 2,000 documents is achievable

Impressive feeding 

Engineered with one of the most advanced paper separation 

modules in their class, the fi -6130 and fi -6230 are the fi rst 

workgroup scanners equipped with reversing rolling technology 

(statement true as of March 2008) resulting in exceptional 

feeding reliability for an even wider variety of document weights. 

Furthermore the ADF is capable of scanning documents at up to 

10 feet long and is even robust enough to feed up to three hard 

cards or embossed cards which are up to 1.4 mm in thickness 

(both in portrait and landscape mode).

The fi -6130 and fi -6230 feature active separation modules as 

opposed to passive separation pads that merely rely on the paper-

sheets friction co-effi  cient relative to that of the rubber material 

holding back subsequent sheets of paper. These models additionally 

feature an active paper protection mode that reliably ensures that 

fragile documents (as often seen in aged archive areas or in logistics 

operations) are not harmed, and also that the physical stress on a 

single sheet of paper is kept to a minimum.

This unique feeding which utilises active separation modules is 

achieved through a straight paper path that minimises the stress 

on a single sheet given the smooth picking operation rather than 

products that may have a U or L-shaped paper path or where sheets 

may be forced into a mechanical duplex mode.

Improved effi  ciencies with intelligent functionalities

The security off ered by ‘Multifeed Detection’ is eff ortlessly 

combined with the effi  ciency of ‘Intelligent Multifeed function’, 

The user can relax knowing that intentional double feeds that may 

trigger false multifeed alerts such as a taped receipt or sticky note 

can be manually bypassed whilst at the same time double feed 

detection is enabled. Pre-scanning preparation is therefore kept 

to an absolute minimum.

Auto-colour, auto-resize and auto-deskew recognition

The fi -6130 and fi -6230 are the fi rst scanners in their class to off er 

such highly valued automatic functions tightly integrated for 

dedicated document image processing. As a result, they bring 

about dramatic digitising effi  ciencies through fast scanning and 

simultaneous high speed image processing.
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fi-6130 / fi-6230  Specifications

 

 Model fi -6130 fi -6230

Scanner type ADF (automatic document feeder) ADF (automatic document feeder) + fl atbed

Scanning modes Simplex / Duplex, Colour / Grayscale / Monochrome

Image sensor type  Colour CCD (charge-coupled device) image sensor x 2 Colour CCD (charge-coupled device) image sensor x 3

Light source White cold cathode discharge lamp

Scanning range Maximum: A4 (210 x 297 mm), legal

Minimum (portrait): A8 (52 x 74 mm)

– Flatbed: Maximum: A4 (210 x 297 mm), letter

Paper weight (no limitation for fl atbed) 
41 to 210 g/m2 for other than A8, 127 to 210 g/m2 for A8. Card Feedability (ADF)1, 

supports both portrait + Landscape feeding2 1.4 mm thickness or less

Scanning speed (JPEG comp. values / A4 portrait) Colour Simplex: 40 ppm (300 dpi), Duplex: 80 ipm (300 dpi)

 Grayscale / Mono Simplex: 40 ppm (300 dpi), Duplex: 80 ipm (300 dpi)

Paper chute capacity 50 sheets (A4: 80 g/m2) (active loadability)

Background colours White or Black (switchable) ADF: White or Black (switchable) / Flatbed: Black

Optical resolution 600 dpi

Output resolution 50 to 600 dpi (adjust by 1 dpi increments)

Output format Colour: 24 bit / 8 bit, Grayscale: 8 bit, Monochrome: 1 bit 

AD converter 1024 levels (10 bit)

Interface USB 2.0 / USB 1.1 

Connector shape USB: B type

Output mode (half-tone) Dither / error diff usion

Voltage range AC 100 to 240 V, ±10%

Power fi -6130 operating: 38W, sleepmode < 6.2W, fi -6230 operating: 45W, sleep mode <6.2W

Operational environment Temperature: 5˚C to 35˚C, Relative humidity: 20 to 80% (Non-condensing)

Dimensions (W x D x H base unit) 301 x 160 x 158 mm 301 x 567 x 229 mm

Weight 4.2 kg 8.8 kg

Included drivers TWAIN, ISISTM

Bundled software Kofax VRS Professional, Adobe® Acrobat®, Quickscan Pro Demo, Image Processing Software (Trial)

Environmental compliance ENERGY STAR® and RoHS 

Others                                                                      Multi-feed detection Ultrasonic Multi Feed Detection / Paper length

Long paper scanning 3048 mm

 Options Part number fi -6130 fi -6230

Imprinter option (fi -614PR) PA03484-D201

Assists document management by printing numbers, 

Roman characters and codes on original

documents after they have been scanned

–

Image processing software V2.5 PA43402-C2290 This image processing software enables the scanner to effi  ciently binarize scanned data prior to transmission

Consumables Part number fi -6130 fi -6230

Break roller PA03540-001 Life time: 200,000 sheets or one year

Pick Roller PA03540-002 Lifetime: 200,000 sheets or one year. These rollers feed documents in the scanner

Desktop Scanner Cleaning Kit SC-SLE-KIT1  Includes F1 pump spray cleaner fl uid, cleaning sheets with adhesive surface and cleaning paper 

Consumable kit CON-3540-011A Includes 2 x pick roller and 2 x break rollers to support scanning of up to 400,000 sheets

 

 All names, manufacturer names, brand and product designations are subject to special trademark rights and are manufacturer’s trademarks and/or registered brands of their respective owners. 

All indications are non-binding. Technical data is subject to change without prior notifi cation.

 “Adobe”, “Acrobat” 

and the Adobe 

PDF logo are 

either registered 

trademarks or 

trademarks of 

Adobe Systems 

Incorporated in 

the United States 

and/or other 

countries.
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Fujitsu Deutschland GmbH

Frankfurter Ring 211

80807 Munich

Germany

Tel:  (+49-(0)89) 32378-0

Fax: (+49-(0)89) 32378-100

 Fujitsu Europe Limited

Hayes Park Central

Hayes End Road, Hayes 

Middlesex UB4 8FE

England

Tel:  (+44-(0)20) 8573 4444

Fax: (+44-(0)20) 8573 2643

Fujitsu Italia S.p.A.

Via Nazario Sauro, 38

20099 Sesto San Giovanni (MI)

Italy

Tel:  (+39) 0226294.1

Fax: (+39) 0226294.201

http://emea.fujitsu.com/scanners

fi-6230

fi -6230

) ADF (automatic document feeder) + fl atbed

/ D l C l / G l / M h

-6130 fi-

1 supports ISO7810 embossed cards

2 capable of scanning up to 3 cards at a time




